
Intermodal Chassis. Engineered to Last

10530 Sessler St / South Gate, CA 90280 /  Telephone: 877-711-0725 CIE
MANUFACTURING

TM

Carries one (1) 53’ Domestic container
Meets all TOFC, AAR, DOT, FMVSS, ISO, ANSI, SAE and TTMA specifications

53’ GOOSENECK TANDEM
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SPECIFICATIONS*/53’ GOOSENECK TANDEM *

FUNCTION

DIMENSIONS
Overall Length:
Overall Width: 96"

48"±1"
48"±1"

Axle Spread: 49"

Tare Weight:

STEEL STRUCTURE & COMPONENTS
Material:

Main Beam:

Crossmember:

GN Beam:

Upper Coupler:

Front Bolster:

Rear Bolster:  

Rear Bumper:
without violating federal regulations to handle chassis weight during stacking or in 
racking operations.
3/16” x 4” x 4” square tube step guard with taper “H” section vertical member. Drop 
bumper to be 22” above ground and 88” long with recess for conspicuity treatment.
Bumper horizontal is provided with diagonal reinforcements to vertical supports for 
“Dock-Lock” operation.The round corners are provided at each end of step guard for 
blow shedding capabilities.Use punch press to provide anti-slip pattern on lowest 
horizontal member.

Front Locking Pin:
Rear Twist Lock:

drilled in the pin. Bu�ers 3817 or TOCA equivalent.
Landing Gear:

input torque, 170,000 lbs. maximum static load rating, 33,000 lbs. side load capacity. 
2-speed 17” Travel. Square leg 10” x 10” removable cushion foot, 10-year warranty.
Crank handle to be located on the driver’s side and of the proper length for optimal 
position for the driver while cranking.

Landing Gear Support Bracket:
Landing gear boxes are fabricated of 1/4” thick grade 50 steel and bolted to the main 
frame with 5/8” grade 8 fasteners. There are 3/16” thick sti�eners both inside and 
outside of the landing gear box.
Minimum of 55” frame width for landing legs. 1/4” thick angle brace to support the 
landing gear.The landing gear box assemble is designed to bend or break before the 
landing leg when a force occurs lengthwise to the chassis.
4” channel cross brace at 5.4 lbs/ft. 
Cross member bracing must attach to the middle area of the landing gear cross 
member vs. at the ends, i.e. “V” design vs. triangle/pyramid design.

Suspension:
3/4" spring seat, 49" axle spread, 36" spring center
Standens 324-01 high arch 2 leaf spring or Dayton equivalent

Axles:
71 1/2" track, P spindle, with intermediate long 28 spline cam shaft
Cam forward & Rod over axle orientation
16 1/2" X 7" Q+ Brake, FMSI 4707

Wheel End:
B-Loc brake or equivalent
Meritor branded Fumaq ferrous hub, Meritor branded Automated/Frum/CIMC cast 
drum/X30 lightweight drum 
Meritor branded bearing (Manufactured by C&U) HM518445/HM518410
National - 5 star gold seal or Stemco equivalent
National - vented grease hub cap or Stemco equivalent
Chevron DELO SF Grease

TIS:
Rims:

Sunrise equivalent
Tires:
Brake System:

Sealco Spring Valve 110800
Color coded 3/8” for control line and 1/2” for supply line
Haldex 3030 gold seal plus 3.0" long stroke brake chamber
Haldex 5.5" ASA 28 spline
Hoosier air tank HT_9501 with Tramec Sloan drain valve or Sanborn equivalent
Phillips Gladhand 12-4906 & 12-4908
Tremac Sloan �tting

Electrical:
Grote Ultra-Seal G7 Receptacle
Grote 3/4" marker light and ABS light with Grommet
Grote 4" Stop/Turn LED tail lamp with �ange
Grote 19 series DOT lamp (multiple voltage) with hooded Grommet
Grote Oval LED Side/Turn marker lamp with 6" �ange

MISC:
weight decal, 2 end �eet number decal, 2 owner logo side, 2 owner logo end, 1 ABS 
warning decal, 1 VIN plate, 2 53' decal, 1 AAR decal, 1 AAR plate, 1 BIT decal, 2 
Suspension warning decal, 1 suspension torque decal, 2 grease decal, 2 air pressure 
decal, 1 small ABS decal, 1 tire in�ation decal, 2 caution decal, 1 "do not weld" decal, 1 
DOT plate, 2 bolt on decal, 2 CAL axle setting decal, 1 chassis registration decal(if 
applicable), 1 Holland serial decal(if applicable), 1 hub pilot decal, 1 license plate
Phillips 16-802 document holder
Black mud �ap 24" x 24" with Betts bracket
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STEEL STRUCTURE & COMPONENTS
Material:

Main Beam:

Crossmember:

GN Beam:

Upper Coupler:

Front Bolster:

Rear Bolster:  

Rear Bumper:
without violating federal regulations to handle chassis weight during stacking or in 
racking operations.
3/16” x 4” x 4” square tube step guard with taper “H” section vertical member. Drop 
bumper to be 22” above ground and 88” long with recess for conspicuity treatment.
Bumper horizontal is provided with diagonal reinforcements to vertical supports for 
“Dock-Lock” operation.The round corners are provided at each end of step guard for 
blow shedding capabilities.Use punch press to provide anti-slip pattern on lowest 
horizontal member.

Front Locking Pin:
Rear Twist Lock:

drilled in the pin. Bu�ers 3817 or TOCA equivalent.
Landing Gear:

input torque, 170,000 lbs. maximum static load rating, 33,000 lbs. side load capacity. 
2-speed 17” Travel. Square leg 10” x 10” removable cushion foot, 10-year warranty.
Crank handle to be located on the driver’s side and of the proper length for optimal 
position for the driver while cranking.

Landing Gear Support Bracket:
Landing gear boxes are fabricated of 1/4” thick grade 50 steel and bolted to the main 
frame with 5/8” grade 8 fasteners. There are 3/16” thick sti�eners both inside and 
outside of the landing gear box.
Minimum of 55” frame width for landing legs. 1/4” thick angle brace to support the 
landing gear.The landing gear box assemble is designed to bend or break before the 
landing leg when a force occurs lengthwise to the chassis.
4” channel cross brace at 5.4 lbs/ft. 
Cross member bracing must attach to the middle area of the landing gear cross 
member vs. at the ends, i.e. “V” design vs. triangle/pyramid design.

Suspension:
3/4" spring seat, 49" axle spread, 36" spring center
Standens 324-01 high arch 2 leaf spring or Dayton equivalent

Axles:
71 1/2" track, P spindle, with intermediate long 28 spline cam shaft
Cam forward & Rod over axle orientation
16 1/2" X 7" Q+ Brake, FMSI 4707

Wheel End:
B-Loc brake or equivalent
Meritor branded Fumaq ferrous hub, Meritor branded Automated/Frum/CIMC cast 
drum/X30 lightweight drum 
Meritor branded bearing (Manufactured by C&U) HM518445/HM518410
National - 5 star gold seal or Stemco equivalent
National - vented grease hub cap or Stemco equivalent
Chevron DELO SF Grease

TIS:
Rims:

Sunrise equivalent
Tires:
Brake System:

Sealco Spring Valve 110800
Color coded 3/8” for control line and 1/2” for supply line
Haldex 3030 gold seal plus 3.0" long stroke brake chamber
Haldex 5.5" ASA 28 spline
Hoosier air tank HT_9501 with Tramec Sloan drain valve or Sanborn equivalent
Phillips Gladhand 12-4906 & 12-4908
Tremac Sloan �tting

Electrical:
Grote Ultra-Seal G7 Receptacle
Grote 3/4" marker light and ABS light with Grommet
Grote 4" Stop/Turn LED tail lamp with �ange
Grote 19 series DOT lamp (multiple voltage) with hooded Grommet
Grote Oval LED Side/Turn marker lamp with 6" �ange

MISC:
weight decal, 2 end �eet number decal, 2 owner logo side, 2 owner logo end, 1 ABS 
warning decal, 1 VIN plate, 2 53' decal, 1 AAR decal, 1 AAR plate, 1 BIT decal, 2 
Suspension warning decal, 1 suspension torque decal, 2 grease decal, 2 air pressure 
decal, 1 small ABS decal, 1 tire in�ation decal, 2 caution decal, 1 "do not weld" decal, 1 
DOT plate, 2 bolt on decal, 2 CAL axle setting decal, 1 chassis registration decal(if 
applicable), 1 Holland serial decal(if applicable), 1 hub pilot decal, 1 license plate
Phillips 16-802 document holder
Black mud �ap 24" x 24" with Betts bracket
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